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PROPOSED CODE CHANGE (Check One)

|Z| Change to read as follows |:|Add to read as follows |:| Delete and substitute as follows |:| Delete without substitution

E3907.8 Cables. Where cables are used, each cable shall be secured to the cabinet, panelboard, cutout box, or meter socket
enclosure.

Exception: Cables with entirely nonmetallic sheaths shall be permitted to enter the top of a surface-mounted enclosure through one
or more sections of rigid raceway not less than 18 inches (457 mm) nor more than 10 feet (3048 mm) in length, provided all the
following conditions are met:

1. Each cable is fastened within 12 inches (305 mm), measured along the sheath, of the outer end of the raceway.

2. The raceway extends directly above or below the enclosure iling.

3. A fitting is provided on each end of the raceway to protect the cable(s) from abrasion and the fittings remain accessible after
installation.

4. The raceway is sealed or plugged at the outer end using approved means so as to prevent access to the enclosure through the
raceway.

5. The cable sheath is continuous through the raceway and extends into the enclosure beyond the fitting not less than 1/4 inch (6.4
mm).

6. The raceway is fastened at its outer end and at other points in accordance with Section E3802.1.

7. The allowable cable fill shall not exceed that permitted by Table E3907.8. A multiconductor cable having two or more conductors
shall be treated as a single conductor for calculating the percentage of conduit fill area. For cables that have elliptical cross sections,
the cross-sectional area calculation shall be based on the major diameter of the ellipse as a circle diameter.

REASON AND FISCAL IMPACT

This change will permit the top or bottom plate to be penetrated for the installation of cables into the attic, crawl, or basement areas
with this method.

REVIEW RECOMMENDATION

Approve

Disapprove

Approve as amended

Further Study




